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Marcando la diferencia. Making a difference.

Herramientas manuales para punteras tubulares / Hand held lug tools

BLY-04WF

Material / Mzieral
Acero templado / Tempered steel

Empunadura/ Grip.
De PVC, ergondmica / PVC, ergonomic.

Peso / Weight

0.6 kg.

Longitud / L ength:
230 mm.

A criquet
Ratchet tool

Herramienta a criquet para compresion de punteras tubulares tipo Controlled cycle ratchet crimping tool for ferrule end sleeves [CTN,
CTN,CTDoCT de 0,53 4 mmZ. CT, CTD] Heavy duty tempered steel dies crimp the entire length
Realiza una sélida compresion longitudinal a lo largo de toda la of the ferrule, ensuring a high quality, consistent termination
puntera. Debe cerrarse hasta que haga tope y automaticamente destraba Controlled cycle ratchet mec sm does not allow the handles to
el seguro del criquet, quedando abierta y lista para la proxima operacion. be opened until after the full ratcheting cycle is completed, unless
De disefio liviano y ergonomico, esta herramienta esta garantizada para the user actuates the emergency release lever. This provides for a
mas de 200.000 compresiones. completed crimp before a connector can be removed from the tool.

perator comfort, safelty, and
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periormance, guaranieed ror over SUU.0U0 Crimps.

RANGO DE COMPRESION mm?
COMPRESSION RANGE mm¥

MODELO
PART #

| LY-04WF | 0.5 - 4 mm?




